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GEM-P801 Programming Instructions DEFAULTING THE PANELScroll KeyNote: These Programming Instruction are intended to be used in conjunction with WI1089.Please refer to WI1089 for additional information, instructions and definitions.Use this key to scroll through datathat has been entered inProgramming Blocks.- KEYPAD KEY DEFINITIONDEALER PROGRAM MODENOTE:After 15 minutes of keypadinactivity the keypad will emit asteady tone indicating thepanel has been left in DealerProgram Mode. Enter DealerCode to exit or press the Ckey to return to DealerProgram mode.Blank KeyIHEDARM12345B 4 5 6Press this key beforeentering a ProgrammingBlock Number.678TUSSTAA 1 2 3Set KeyPress this key to disable allfeatures within a LED typeProgramming Block or to blank outdigits in a Direct Entry typeProgramming Block.GEMINIC 7 8 9JEHexadecimal Data EntryTo Enter a hexadecimal digit enter thefollowing:F0 GA B C COMPUTERIZED SECURITY SYSTEMG1G2G3Dealer CodeEntering Dealer Program ModeEnterJA8(4) (5) (6) (7)NOTE:Entering Dealer Program Mode is not permitted while the panel isArmed, Reporting, or the Bell Output is on. To Enter DealerMode while the Bell is ON or the panel is Reporting or Armed;power up the panel and enter Dealer Mode within the first 3minutes. Pressing the C key clears the 3 minute timer.Exiting Dealer Program ModeHD E F STATUSFLASHINGTROUBLEFLASHING1. Remove power from the panel.2. Remove all wiring from terminal 19(PGM) and terminal 3.3. Connect terminal 19 (PGM) toterminal 3.4. Apply power to the GEM-P801control panel.5. After a few seconds the ARMED,READY and HSYSTEM TROUBLELEDs will flash.6. The keypad will beep 3 timesindicating the panel default valueshave been loaded.7. Remove wiring between terminal 19(PGM) and terminal 3.8. Re-install original wiring for terminal19 (PGM) and terminal 3.Note: Any programming in DealerOptions 1 [96] and Dealer Options 2[97] will not be defaulted. If DealerCodeLockouthasbeenprogrammed the panel will notdefault the Dealer Code. The EventLog will be erased when the panel isdefaulted.Indicates the panel is in DealerProgram Mode. The panel isready for a programming block tobe entered.Default Dealer Code shown in parenthesesDealer CodeJEnter C A 8(4) (5) (6) (7)HIndicates the panel is Ready toexit Dealer Program Mode.Enter the Dealer Code to exit.WI1090A 12/011
Types of Programming BlocksLED Programming BlockEnable features by pressing the key that corresponds to the associated feature; the LED will turn ON. To disable a feature press the keyagain; the LED will turn OFF. To disable all features within a LED Type Programming Block press the F key; all LEDs will turn OFF.1LED Programming Block ExampleProgram zones 2 and 3 as Follower Zones.02 Exit/Entry FollowerOFF1. Enter Programming Block 02, by pressingC (Beep), then 02 (Beep).2. Press the 2 key to select zone 2.3. Press the 3 key to select zone 3.Zone 2 and Zone 3LED TypeareONProgramming LEDsindicatingthatBlockzones 2 and 3 havebeen programmedas follower zones.DefaultOFFOFFOFFOFFOFFOFFOFF²²Zone 1Zone 2Zone 3Zone 4Zone 5Zone 6Zone 7Zone 8Direct Entry Programming BlockEnter data directly. For hexadecimal entries of A-F, use the G key 1 through 6 keys, respectively. Use theF1key to blank out digits in Direct Entry type programming blocks. Default values are shown in parentheses.Direct Entry Programming Example 1Program the panel for a 60 second Exit Delay.10 Exit Delay01. Press C (Beep) 10 (Beep).2. Press 060.60 Exit Delay, seconds(0) (4) (5) Maximum Entry 255944 Dialing Prefix2EDirect Entry Programming Example 2(Hexadecimal data entry)Program Telephone Prefix Number with a 9E.1.2.3.4.2Direct EntryTypeProgrammingBlocksPress C (Beep) 44 (Beep).Press 9Press GPress 5HARMEDOFFSTATUSFLASHINGTROUBLEFLASHINGIndicates the panel is in DealerProgram Mode; the next digit enteredwill be interpreted as a Hexadecimaldigit. Valid entries are 1-6 (A-F).GEMINIIHS TAEDARMT US23
Viewing Data in ProgrammingTo view data within a programming block, press C and enter the Program Block Number to view the 1st digit of data. Press the E key to view the 2nddigit and continue pressing E until all digits within the Block have been viewed. Data will be displayed in the binary format shown in the table below:ValueData DisplayedValueData Displayed0/Blank841912231 2456741 24(800) 645-9440C3D2 3E2 3 41 2 3F1 2 3 43 41Zone # Bit Value112234483 4Example: Viewing the Dialing PrefixA Dialing Prefix of 9E has been programmed at Programming Block Number44 (outside access number). Follow the steps below to view the data:1In the following ProgrammingBlocks, data that has been enteredas a ‘0’ will be displayed as an ‘A’:Subscriber ID Numbers, PhoneNumbers, Pager Leading andTrailing digits and Report Codes.2431NOTE:For Technical Assistance,Contact the NAPCO TollFree Helpline1*A/0B*Press C44 to enter Programming Block 44.9EGEMINIHEDARMPress the E key to view the 2nd digit.TheFollowingProgramming Optionsare not permitted for ULinstallations: [05], [06],[23-2], [26-3] and [26-4].44 Dialing PrefixThe 1st digit of Programming Block 44 is displayed.2NOTE:TSTA14USDATA 9GEMINIHEDARMTSTA234The UL symbol by aprogrammingBlockindicatestheprogramming option isnot permitted for ULinstallations.NOTE:For information aboutprogrammingblocksrefer to GEM-P801InstallationManualWI1089.USDATA E3
Zone Features03 Auto Bypass Reentry Zones00 Exit/Entry ZonesDefaultDefaultUL06 Disable EOL Resistor09 Selective BypassDefaultDefaultONZone 1OFFZone 1OFFZone 1ONZone 1OFFZone 2OFFZone 2OFFZone 2ONZone 2OFFZone 3OFFZone 3OFFZone 3ONZone 3OFFOFFOFFZone 4Zone 5ONOFFZone 4Zone 5OFFOFFZone 4Zone 5ONZone 4Zone 5OFFZone 6OFFZone 6OFFZone 6ONZone 6OFFZone 7OFFZone 7ONZone 7OFFZone 8OFFZone 8ONZone 804 24 Hour Protection Zones01 Home/Away with Delay ZonesDefaultDefaultOFFZone 1OFFOFFZone 2OFFOFFZone 3OFFOFFOFFOFFOFF07 Burg (Steady) OutputDefaultZone 1ONZone 1Zone 2ONZone 2OFFZone 3ONZone 3Zone 4Zone 5OFFZone 4Zone 5ONOFFONZone 4Zone 5Zone 6OFFZone 6ONZone 6Zone 7OFFZone 7ONZone 7Zone 8OFFZone 8ONZone 802 Exit/Entry Follower ZonesDefaultUL05 40 ms Loop Response ZonesDefault08 Programmable Output (PGM)DefaultOFFZone 1OFFZone 1ONZone 1OFFZone 2OFFZone 2ONZone 2OFFZone 3OFFZone 3ONZone 3OFFZone 4Zone 5OFFZone 4Zone 5ONZone 4Zone 5OFFOFFOFFONOFFZone 6ONZone 6OFFZone 7ONZone 7OFFZone 8ONZone 8Zone 6System Times10 Exit DelayExit Delay, seconds(0) (4) (5) Maximum Entry 25511 Entry DelayEntry Delay, seconds(0) (3) (0) Maximum Entry 25512 Burg (Steady) Output Time-outBell Time-out, minutes(0) (0) (5) Maximum Entry 25513 Fire (Pulsed) Output Time-outBell Time-out, minutes(0) (0) (0) Maximum Entry 25514 Test Timer IntervalTest Timer/Line Test, days(0) (0) (0) Maximum Entry 2554
System Times15 Line Cut Time-to-Fail (Disabled 000)System Features20 Keypad Features 1(0) (0) (0) Enable Feature-Valid Entries 10-255Supervisory Timer, hoursOFFZn 1 LED ON FireOFFZn 2 LED ON *Keypad AUX (8G )OFFZn 2 LED ON AUXONZn 3 LED ON *Keypad Panic (9G )OFFZn 3 LED ON PanicOFFZn 4 LED ON Test Timer25 Programmable Output (PGM) Features 3Default17 Wireless Smoke Supervisory TimerSmoke Supervisory Timer, hoursMaximum Entry 8Zn 1 LED ON *Keypad Fire (7G )21 Keypad Features 2*See Note 4(8)DefaultOFFOFFZn 4 LED ON *Ambush (8th User Code)*See Note 116 Wireless Supervisory Timer(1) (2) Maximum Entry 2624 Programmable Output (PGM) Features 2DefaultLine Cut Time-to-Fail, secondsDefaultONZn 1 LED ON Audible panicOFFZn 1 LED ON AC FailOFFZn 2 LED ON Exit/Entry with UrgencyOFFZn 2 LED ON Low BatteryONZn 3 LED ON Display Bypass (ARMED)OFFZn 3 LED ON *TroubleOFFZn 4 LED ON Disable Code Entry BeepsOFFZn 4 LED ON Armed*See Note 322 Miscellaneous Features 126 Miscellaneous Features 2Default18 Test Timer OffsetTest Timer,Timer Offset,hours hours(1)(2)Maximum Entry 2329 Chime TimeValid Entries 2-9Zn 1 LED ON Abort DelayOFFZn 1 LED ON Momentary KeyswitchONZn 2 LED ON Easy Arm/Easy ExitOFFZn 2 LED ON ReservedONZn 3 LED ON Swinger ShutdownULOFFZn 3 LED ON Inhibit Fail to CommunicateOFFZn 4 LED ON Bell on Line Cut (Armed)ULOFFZn 4 LED ON Inhibit Low Battery Display23 Programmable Output (PGM) Features 1Zn 1 LED ON Audio VerificationOFFZn 1 LED ON Keyswitch PolarityOFFZn 2 LED ON *Access Output (A3)OFFZn 2 LED ON ReservedOFFZn 3 LED ON *Follow Keypad SounderOFFZn 3 LED ON ReservedOFFZn 4 LED ON ReservedOFFUL27 Miscellaneous Features 3DefaultDefaultChime Time, 1/4 seconds(4)DefaultOFFOFFZn 4 LED ON Keyfob/Keyswitch Bell*See Note 2NOTE 1:NOTE 3:Additional programming required for reporting, see Blocks [36]&[56].UL Installations: If Keypad Fire [20-1] is enabled, the keypad must be mountedwithin (3) three feet from the Control Panel.Includes Bell Cut, Fire Trouble, Receiver Fail-to-Respond, Receiver Tamper,Receiver JAM, Transmitter Low Battery, Transmitter Supervisory Failure,Wireless Smoke Low Battery and Wireless Smoke Supervisory Failure.NOTE 2:Cannot be programmed with any other Programmable Output (PGM) Feature.NOTE 4:UL Installations: Block 16, Wireless Supervisory Timer must be set 10 hours.5
Telephone Number 1 Programming30 Subscriber ID Number37 System Reporting, Telco 134 Zone Report, Telco 1Default31 Telephone Number 1A fixed Dial Tone Detection “E” is included by default in the Dialing Prefix(Block Number 44). If dial tone detection is not desired, Remove the “E” fromBlock 44. Program a “D” if a 4 second delay is required.DefaultONZone 1OFFZn 1 LED ON AC Fail Report (15 min. report delay)ONZone 2ONZn 2 LED ON Low Battery ReportONZone 3OFFZn 3 LED ON *Trouble ReportONONZone 4Zone 5ONZn 4 LED ON Fire Report*See Note 2ONZone 6ONZone 7ONZone 838 System Restore Report, Telco 1Default35 Zone Restore Report, Telco 132 Receiver FormatOFFZn 1 LED ON AC Restore ReportOFFZn 2 LED ON Battery Restore ReportOFFZn 3 LED ON Trbl Restore ReportOFFZn 4 LED ON Fire Restore o SlowRadionics SlowSilent Knight FastUniversal High SpeedReservedAdemco Point IDPager(4)OFFZone 1OFFZone 2OFFZone 3OFFZn 1 LED ON User 1 ReportingOFFOFFOFFZone 4Zone 5Zn 2 LED ON User 2 ReportingOFFOFFZn 3 LED ON User 3 ReportingZone 6OFFOFFZone 7OFFZn 4 LED ON User 4 ReportingZn 5 LED ON User 5 ReportingOFFZone 8OFFZn 6 LED ON User 6 ReportingOFFZn 7 LED ON User 7 ReportingOFFZn 8 LED ON User 8 Reporting39 Opening Closing Report, Telco 1Default33 Receiver OptionsDefault6ONZn 1 LED ON 2300 Hz Handshake/KissoffOFFZn 2 LED ON SumcheckOFFZn 3 LED ON Single DigitOFFZn 4 LED ON No Handshake36 System Reporting, Telco 1NOTE 1:DefaultOFFZn 1 LED ON *KP FireOFFONZn 2 LED ON *KP AUX (8G )/AmbushZn 3 LED ON *KP Panic (9G )OFFZn 4 LED ON Test Timer(7G )Requires features to be enabled, see block [20].NOTE 2:Includes Bell Cut, Fire Trouble, Receiver Fail-to-Respond, Receiver Tamper,Receiver JAM, Transmitter Low Battery, Transmitter Supervisory Failure,Wireless Smoke Low Battery, Wireless Smoke Supervisory Failure.ZONE 3 TX LOW BATTERYSMOKE 2 LOW BATTERY“RF TRAN LOW BAT, ZN03”“RF TRAN LOW BAT, ZN10”
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Backup TelephoneProgramming40 Subscriber ID Number (Telco 2)Pager Programming44 Dialing Prefix47Dialing Prefix for Telco 1, Telco 2& Telco 3.Leading Digits(0)(0)(0)(0)41 Telephone Number 245 Communicator Features 1DefaultNOTE:ONZn 1 LED ON Communicator EnabledA fixed Dial Tone Detection “E” is included by default in the Dialing Prefix(Block Number 44). If dial tone detection is not desired, Remove the “E” fromBlock 44. Program a “D” if a 4 second delay is required.ONZn 2 LED ON DTMF w/ Rotary Back upOFFZn 3 LED ON DTMF onlyOFFZn 4 LED ON Backup to Telco 24842 Receiver Format[1][2][3][4][5][6][7]Ademco SlowRadionics SlowSilent Knight FastUniversal High SpeedReservedAdemco Point IDPager46 Communicator Features 2Default(4)OFFZn 1 LED ON ReservedOFFZn 2 LED ON 2:1 Rotary DialingOFFZn 3 LED ON Backup if 4 attemptsONZn 4 LED ON * Don't Clear Fail to Comm.*See Note 1Trailing Digits*(C) *See Note 249 Pager OptionDefaultOFFZn 1 LED ON Skip Alarm DataOFFZn 2 LED ON ReservedOFFZn 3 LED ON ReservedOFFZn 4 LED ON Reserved43 Receiver OptionsDefaultONZn 1 LED ON 2300 Hz Handshake/KissoffOFFZn 2 LED ON SumcheckOFFZn 3 LED ON Single DigitOFFZn 4 LED ON No HandshakeNOTE 1:If Don't Clear Fail to Comm. is programmed, only a successfulcommunication to Central Station will clear a Failure toCommunicate system trouble.NOTE 2:C TouchTone #. This is the typical terminating digit for mostpaging systems. Recommended, but may not be required bypaging system. D 2 second delay.7
Telephone Number 3 Programming50 Subscriber ID Number54 Zone Report, Telco 357 System Reporting, Telco 3Default51 Telephone Number 3NOTE:A fixed Dial Tone Detection “E” is included by default in the Dialing Prefix(Block Number 44). If dial tone detection is not desired, Remove the “E” fromBlock 44. Program a “D” if a 4 second delay is required.DefaultOFFZone 1OFFZn 1 LED ON AC Fail Report (15 min. report delay)OFFZone 2OFFZn 2 LED ON Low Battery ReportOFFZone 3OFFZn 3 LED ON *Trouble ReportOFFOFFZone 4Zone 5OFFZn 4 LED ON Fire Report*See Note 2OFFZone 6OFFZone 7OFFZone 858 System Restore Report, Telco 3Default55 Zone Restore Report, Telco 3Default52 Receiver Format[0][1][2][3][4][5][6][7]DisabledAdemco SlowRadionics SlowSilent Knight FastUniversal High SpeedReservedAdemco Point IDPager(4)OFFZone 1OFFZone 2OFFZone 3OFFOFFZone 4Zone 5OFFZone 6OFFZone 7OFFZone 8DefaultZn 1 LED ON AC Restore ReportOFFZn 2 LED ON Battery Restore ReportOFFZn 3 LED ON Trbl Restore ReportOFFZn 4 LED ON Fire Restore Report59 Opening Closing Report, Telco 3Default56 System Reporting, Telco 353 Receiver OptionsOFFDefaultOFFZn 1 LED ON *KP FireZn 2 LED ON *KP AUX (8G )/AmbushZn 3 LED ON *KP Panic (9G )(7G )ONZn 1 LED ON 2300 Hz Handshake/KissoffOFFOFFZn 2 LED ON SumcheckOFFOFFZn 3 LED ON Single DigitOFFZn 4 LED ON No HandshakeZn 4 LED ON Test TimerOFF*See Note 1OFFZn 1 LED ON User 1 ReportingOFFZn 2 LED ON User 2 ReportingOFFZn 3 LED ON User 3 ReportingOFFOFFZn 4 LED ON User 4 ReportingZn 5 LED ON User 5 ReportingOFFZn 6 LED ON User 6 ReportingOFFZn 7 LED ON User 7 ReportingOFFZn 8 LED ON User 8 ReportingNOTE 1:Requires features to be enabled, see block [20].NOTE 2:Includes Bell Cut, Fire Trouble, Receiver Fail-to-Respond, Receiver Tamper,Receiver JAM, Transmitter Low Battery, Transmitter Supervisory Failure,Wireless Smoke Low Battery, Wireless Smoke Supervisory Failure.ZONE 3 TX LOW BATTERYSMOKE 2 LOW BATTERY8“RF TRAN LOW BAT, ZN03”“RF TRAN LOW BAT, ZN10”
Report Codes60 Zone Report CodesZone 1 Alarm Code(3)Zone 2 Alarm Code(3)Zone 3 Alarm Code62 Zone CodesZone 1, 2, 3, 4, 5, 6, 7 & 8 Restore CodeNOTE:The second digit of theReport Code is the numberof the zone that is reporting.For example zone 5 reportcode (default of 3) would be35.(3)(E)Zone 1, 2, 3, 4, 5, 6, 7 & 8 Trouble Code(F)(3)Zone 5 Alarm Code(1)(3)(2)(3)(2)(1)(F)(F)(F)(9)(3)Test TimerZone 8 Alarm Code(3)AC Fail61 Point ID Report CodesZone 3 Alarm Code(3)Zone 4 Alarm Code(3)Zone 5 Alarm Code(3)Zone 6 Alarm Code(3)Zone 7 Alarm Code(3)Zone 8 Alarm L ALARMRESERVEDGAS ALARMHEAT ALARMRESERVEDAUXILIARY24 HOUR ALARMNote: See page 11 forcomplete listing ofPoint ID report codes.(8)*Trouble(F)Enhanced Communicator Features67 Telephone Number 1DefaultLow BatteryZone 1 Alarm Code(3)(2)Keypad Panic (9G)Zone 7 Alarm Code(3)(1)Keypad AUX (8G)Zone 6 Alarm CodeZone 2 Alarm Code66 Ambush Report CodeKeypad Fire (7G)(3)(3)(C) Closing Code(B) Opening Code63 System Report CodesZone 4 Alarm Code65 Opening and Closing Code(1)OFFZn 1 LED ON Opening after Alarm (Cancel Code)OFFZn 2 LED ON Conditional ClosingOFFZn 3 LED ON ReservedOFFZn 4 LED ON ReservedFire(1)(1)*See Note 164 System Restore Code(E)68 Telephone Number 3DefaultOFFZn 1 LED ON Opening after Alarm (Cancel Code)OFFZn 2 LED ON Conditional ClosingOFFZn 3 LED ON ReservedOFFZn 4 LED ON ReservedNOTE 1:Includes Bell Cut, Fire Trouble, Receiver Fail-to-Respond, Receiver Tamper,Receiver JAM, Transmitter Low Battery, Transmitter Supervisory Failure,Wireless Smoke Low Battery and Wireless Smoke Supervisory Failure.9
WirelessTransmittersRF ID #Point71 Zone 1:72 Zone 2:73 Zone 3:74 Zone 4:75 Zone 5:76 Zone 6:77 Zone 7:78 Zone 8:KeyfobsRF ID #83 Keyfob 384 Keyfob 4:82 Keyfob 2RF ID # XXXXXX:XEnter the point number to beassociated with the zone. If onlyone point of GEM-TRANS2 isused, enter a 1 in this location.For GEM-GB, GEM-DT, GEMPIR enter a 1 in this location.AUX 1 AUX 2:::81 Keyfob 1Programming ExampleEnter the RF ID# located on theTransmitter, Key Fob andSmoke Detector labels.AUX 1 & 2Programming12345678PanicAUXBell ONPGMInstantAccess on PGMFull Set SystemInteriorMap point 1 of a window door transmitter, with RF ID# 0012B0:0to Zone 3.73 Zone 30012B0:011. Enter Dealer Mode.2. Enter C (beeps) 7 3 (beeps)3. Enter0012G2004. Enter1(beeps)Hexadecimal B EntryNote: If the RF ID# in step 3 is not entered correctly thekeypad will emit a 1 second tone indicating incorrect entry.Repeat steps 2 - 4 above.Smoke DetectorsRF ID #85 Smoke 1:86 Smoke 2:87 Smoke 3:88 Smoke 4:Hexadecimal Data EntryTo Enter a hexadecimal digit enter the following:10A G 1B G 2C G 3D G 4E G 5F G 6
Downloading90 Callback Telephone NumberDealer Programming94 Dealer Code97 Dealer Options 2Default(4) (5) (6) (7)NOTE:A fixed Dial Tone Detection “E” is required if callback downloading is to beutilized. Place the “E” in the first location of Block 90, before the CallbackTelephone Number. Program a “D” if a 4 second delay is required.95 User 1 Code(0) (9) Maximum Entry 15Zn 1 LED ON * International Dialing ProtocolOFFZn 2 LED ON * Invert Bell OutputOFFZn 3 LED ON System Trouble Auto ResetOFFZn 4 LED ON User 1 Code-Program only*See Note 1(1) (2) (3) (4)91 Ring CountOFF98 Number of Re-Dials# of communication re-dial attempts96 Dealer Options 1DefaultOFFZn 1 LED ON Dealer Code LockoutONZn 2 LED ON User 1 Code LockoutOFFZn 3 LED ON UL Household FireOFFZn 4 LED ON Fire Trouble on Fire LED(9)NOTE 1:International Features92 Downloading FeaturesDefaultONZn 1 LED ON Ring MethodONZn 2 LED ON Answering Machine overrideONZn 3 LED ON Function 6 (A6)OFFZn 4 LED ON Signal Strength Test Mode93 Auto Download ID NumberZone Alarm Codes1 Fire2 Panic3 BurglaryPoint ID Report CodesSystem Codes110-000Receiver Tamper145-000123-00X130-00X301-000302-000AC FailLow Battery4 Holdup122-00XBell Cut321-0005 General Alarm140-00XReceiver Jam333-0007 Gas Alarm151-00XFire Zone Trouble373-0008 Heat Alarm158-00XTransmitter Supervisory Fail381-00XA Auxiliary100-00XWireless Smoke Sup. Fail381-00XB 24 Hour Aux.150-00XPoll Fail382-000Transmitter Low Battery384-00XKeypad CodesKeypad Fire110-000Wireless Smoke Low Battery384-00XKeypad Panic123-000Conditional Open/Close400-00XKeypad Aux AlarmKeypad Ambush140-000121-000Open/CloseTest Timer401-00X602-000Communication Test602-00011
E1E2This equipment should be installed in accordance with Chapter 2 of the National FireAlarm Code, ANSI/NFPA 72-1996 (National Fire Protection AssociationBatterymarch Park, Quincy MA 02269). and local codes. Information describingproper installation, operation, testing, maintenance, evacuation planning, and repairservice is to be provided with this equipment. UL Listed Energy Cable is required.GEM-P801 WIRING DIAGRAM(REFER TO INSTALLATION INSTRUCTIONS WI1089 REDRECHARGEABLEBATTERY12 VDC 4AH OR 7AHBLACKRECOMMENDED BATTERIES YUASANP4-12 AND NP7-12REPLACE EVERY FIVE YEARSCOLD WATER GROUND CONNECTIONUSE ONLY COLD-WATER PIPE ORBURIED GROUND ROD. USE AT LEAST#16 AWG WIRE.RESIDENTIAL BURG (4 HOUR STANDBY)COMBINED STANDBY 500 mABELL 2.0 ARESIDENTIAL FIRE (24 HOUR STANDBY) (2)COMBINED STANDBY 120 mABELL 95 mADS1TEL LINE IN USE12 3-4 5 6-7 8 9-10 11 12 -13FIREPWR15BELLGND2.2KZONE 3 ZONE 42.2K ZONE 5 ZONE 62.2KALL OUTPUTS ARE CURRENT LIMITED2.2K2.2K EOLR2.2K EOLR(SUPERVISED)REDPowerOut ( )PowerIn ( )BLACKPowerOut (-)PowerIn (-)BROWNBROW( )GEM-RECV-XP816 PWRGEM-P8001 bleOutput(1) COMBINED STANDBY KEYPAD CURRENT AUX POWERCURRENT FIRE POWER PGM CURRENT.(2) RESIDENTIAL FIRE REQUIRES A 7AH BATTERY.(3) UNIT INTENDED TO BE MOUNTED VERTICALLY ON WALL.(4) REFER TO WI1089 FOR COMPATIBLE TWO WIRE SMOKEDETECTORS. DO NOT MIX DIFFERENT MODELS.(5) THIS PANEL SHALL BE CHECKED BY A QUALIFIEDTECHNICIAN AT LEAST ONCE EVERY THREE YEARS.(6) THIS PANEL SUPPORTS ONLY ONE SMOKE DETECTOR INALARM.(7) USE ONLY ONE BELL IN RESIDENTIAL FIRE APPLICATION.(8) SYSTEM MUST BE TESTED AT LEAST ONCE A WEEK INTHE AC/BATTERY MODE AND IN THE BATTERY-ONLYMODE. (CONTACT CENTRAL STATION PRIOR TOTESTING) AC MUST BE RESTORED AFTER TEST.2.2K19PGMLOAD50 mA MAX.ZONE 1 ZONE 22.2K18BLK 2.2K17GND GREENGRN Class 2 TransformerDO NOT connectto switched outlet.16 PWRREMOTE BUS 2.2K1214AUX POWER OUTPUT 10-12.5 VDCEARTHGROUNDFIRERED16 VAC 20 VATRANSFORMERNAPCO TRF12(OR EQUIVALENTSEE WI1089).To RJ31X(Supervised)TELCOJACKFire LoopFireOutLoop In12 Fire Power10 Ground12 Fire Power13 FireWARNINGTO PREVENT RISKOF ELECTRIC SHOCKDISCONNECT TELEPHONELINES PRIOR TOSERVICING
Contact the NAPCO Toll Free Helpline (800) 645-9440 The Following Programming Options . Installation Manual WI1089. NOTE: 4 Zone Features UL Default OFF OFF ON OFF OFF OFF OFF OFF 00 Exit/Entry Zones Zone 1 Zone 2 Zone 3 Zone 4 Zone 5 Zone 6 Zone 7 Zone 8 . ALARM. ( ) PGM (-) .
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3-Heights® PDF Merge Split API 


The 3-Heights PDF Merge Split API can operate on multiple input and output documents in one processing step. PDF Merge Split Pages Rotate Bookmarks Form Fields Output Intent Split Merge PDF PDF PDF PDF PDF PDF XMP Metadata PDF PDF PDF, PDF/A PDF, PDF/A PDF PDF PDF, PDF/A PDF, PDF/A 1.1.1 Features The 3-Heights PDF Merge Split API comes with .
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GEM-P816 RP1 WI995E.01 PROG 


This manual supports the keypad programming of the GEM-P816 control panel with the NAPCO "classic" GEM- RP1CAe2 keypad as well as the GEM-K1CA "K Series" keypad. The new "K Series" GEM-K1CA model offers the new
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StarLink™ SLE Series Alarm Communicators INSTALLATION ... 


StarLink SLE Series Alarm Communicators -- Installation Instructions 3 DLEXT download extender (see WI1950) to allow control panel downloads of the GEM-X255, GEM-P9600, GEM-P3200, GEM-P1664, GEM-P1632, GEM-P816 and Freedom F-64 control panels when
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Qoppa Software PDF Studio 12 User Guide 


select About PDF Studio from the Help menu. Release notes . For documentation updates and release notes, refer to our knowledge base here (PDF Studio 12 change log) Download User Guides as a PDF . PDF Studio 12 User Guide (.PDF) PDF Studio 11 User Guide (.PDF) PDF Studio 10 User Guide (.PDF) PDF Studio 9 User Guide (.PDF) PDF Studio 8 User .









240 Views




8m ago






















Sr. No. Name College Rollno Course Part Sem % age 


117 tanu agrawal 18/63008 (cbcs) b.com (prog.) i i 64% 118 shivangi bodwal 18/63253 (cbcs) b.com (prog.) i i 63% 119 manish kumar yadav 18/63205 (cbcs) b.com (prog.) i i 63% 120 keshav garg 18/63247 (cbcs) b.com (prog.) i i 63% 121 aryan sharma 18/63166 (cbcs) b.com (prog.) i i 6
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Fall Savings - O'Connor Company 


1e78-140 1e78-140 digital stat 24.15 1e78-144 1h/1c non-prog dig stat 24.15 1f56n-444 1h/1c manual stat 27.19 1f78-144 1h/1c non prog thermostat 24.16 1f79-111 2h/1c hp digital hardwire 33.00 1f83c-11np 1h/1c non-prog thermostat 34.36 1f83h-21np 2h/1c non-prog hp dual fuel thermostat 39.36 1f85u-22np 2h/1c non-prog 5in display dual fuel
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Malicious PDF Documents Detection using Machine Learning Techniques A ... 


Table 1: Adobe and PDF format versions. Year PDF Version Adobe Acrobat Version 1993 PDF 1.0 Acrobat 1.0 1994 PDF 1.1 Acrobat 2.0 1996 PDF 1.2 Acrobat 3.0 1999 PDF 1.3 Acrobat 4.0 2001 PDF 1.4 Acrobat 5.0 2003 PDF 1.5 Acrobat 6.0 2005 PDF 1.6 Acrobat 7.0 2006 PDF 1.7 Acrobat 8.0 / ISO 32000 2008 PDF 1.7, Adobe Extension Level 3 Acrobat 9.0
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Guide des exportations vers le Japon (denrées alimentaires ... 


être imposées à l'alimentation dans le cas d'un additif, pesticide, ou d'autres contenus qui sont interdites au Japon, alors que leurs niveaux dépassent les limites approuvées, ou lorsque la présence de mycotoxines, etc. est au-dessus des niveaux admissibles. Par conséquent, les aliments santé et des compléments alimentaires doit être vérifiée sur le site de production avant l .
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IN THIS ISSUE CAR WASH INSIGHT Recent, Notable M&A Transactions .

9/8/2022 Club Car Wash Sites of Tidal Wave Express Car Wash 8 8/29/2022 Take 5 Car Wash Soft Touch Car Wash, Auto Oasis Car Wash, Clearwater Car Wash and Birdie's Car Wash 5 8/25/2022 WhiteWater Express Geaux Clean Car Wash 7 8/19/2022 ModWash Home Team Car Wash 3 8/18/2022 Splash In ECO Car Wash (Wills Group) Blue Hen Car Wash 2
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Personal insurance - Car & Business insurance King Price Insurance

The king's insurance options 5 Things you need to know 7 The stuff you need to do 14 How to claim 16 Our commitment to you 20 Car insurance 22 Car warranty 37 Shortfall cover 45 Scratch and dent 46 Tyre and rim 48 Motorbike insurance 53 Trailer and caravan insurance 64 Watercraft insurance 68 Home contents insurance 77 Buildings insurance 89
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ESSENTIAL PLAN - Discovery

Car insurance only Car and home insurance Car insurance only Car and home insurance 12.5% 25% 5% 10% YOUR FUEL CASH BACK PERCENTAGE GET TO THE HIGHEST CASH BACK PERCENTAGE Add at least R250 000 of home insurance (household contents, buildings or both) Take your car to Tiger Wheel & Tyre and pass the Annual MultiPoint check
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CAR INSURANCE EVERYTHING EXPLAINED - RSA Insurance Group

CAR INSURANCE 93013821.indd 1 15/03/2018 10:46. 2 WELCOME TO µ CAR INSURANCE Thank you for choosing µ to protect you and your car. This booklet is intended to help you check your cover and to reassure you that µ will give you the protection you need for the year ahead. First of all, to help you understand your car insurance policy we want to .
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Describe types and purposes of insurance.

D.O. CAPS Consumer Skills: Insurance—10E 3 Your car - The car you drive can also affect your insurance rates. Insurance companies place certain kinds of cars in special risk categories. You should ask your insurance agent before making a car purchase to make sure you aren't getting a car that will cost you extra for your liability insurance.
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Money Online Price Comparison - WordPress 

you to compare car insurance quotes. You'll notice at the top of the screen is a warning regarding telling the truth when completing any form of car insurance quote as something withheld, which later becomes known, can void an insurance claim. 7 The process of completing a car insurance price comparison is broken down into 4
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Contours Options Infant Car Seat Adapter Instruction Sheet

your Infant Car Seat, as described in the instruction manual provided by the Infant Car Seat manufacturer. † WHEN USING ONLY ONE INFANT CAR SEAT ADAPTER OR TWO FOR TWINS, THE FOLLOWING INFANT CAR SEATS CAN BE USED: † If your Infant Car Seat is not one of the models listed above, DO NOT use your infant car seat with this car seat adapter.
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Microsoft Advertising Travel Update

last minute cruise deals -58.50% Car Rental Queries WoW Change car rental -43.80% rental cars -46.30% car rentals -40.60% cheap car rentals -48.00% car rentals cheapest rates -52.20% rent a car- 40.30% cheap rental cars -45.60% rental car -41.80% car rental deals -49.30% rental cars lowest price -53.90% Flight Queries WoW Change cheap flights .
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Design and development of lift for an automatic car parking system

1. Stacker type car parking system 2. Puzzle type car parking system 3. Level type car parking system 4. Chess type car parking system 5. Rotary type car parking system 6. Tower type car parking system But lift is used only in tower type car parking system. Objectives:-
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Gold Tier - MAPFRE Insurance

Foy Insurance of MA, LLC 198 Frank Consolati Insurance Agency, Inc. 198 County Insurance Agency, Inc. 198 Woodrow W Cross Agency 214 Woodland Insurance Agency, Inc. 214 Tegeler Insurance Services of CT, Inc. 214 Pantano/VonKahle Insurance Agency, Inc. 214 . Hanson Insurance Agency, Inc. 287 J.H. Slattery Insurance Agency, Inc. 287
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Car Insurance This booklet covers:Car Rapid Bonus Business

Car Insurance This booklet covers:Car Rapid Bonus Business RAC Direct Insurance is a trading name of London and Edinburgh Insurance Company Limited. Registered in England No 924430. Registered Office: 8 Surrey Street, Norwich NR1 3NG. Member of the Aviva Group. Authorised and regulated by the Financial Services Authority. RAC052(V27)-1971-06.06 .
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Root Insurance (ROOT) - Citron Research

Root Insurance (ROOT) Leveling the Playing Field of Car Insurance What every trader needs to know about one of the mostheavily shorted stocks in the market Traditional Credit-Based Car Insurance PerpetuatesEconomic and Racial Inequalities as one in three American cannot affordessentials because of car insurance premiums
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Affordable Care Act - insurance comparison, cheapest insurance, cheap health insurance NJ, cheapest insurance company Priority One High Volume - Washington state health insurance plans, affordable health insurance The best performing ad copy included those that made specific reference to finding "health insurance" for
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The Pricing of Group Life Insurance Schemes - Actuaries

Thus, in comparison to individual life insurance, group life insurance is more cost-effective per thousand of rupees insurance cover. 2. General Characteristics of Group Life Insurance Group life insurance, within certain restrictions and conditions, provides insurance to members of a group without requiring evidence of insurability. There is a .
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NK-ID 0192-8365-3702-0D3E - Car-O-Liner

CAR-O-DATA. 4. The vast majority of vehicles on the road today can be found in Car-O-Liner's database. Your . Car-O-Tronic. is delivered with a 14-day trial . Car-O-Data Vision2. subscription. Car-O-Data. is available with different subscription periods and database. 4. Check all options with our distributors. SOFTWARE PART. NO. Vision2 X1 .
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