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SMC Networks20 MasonIrvine, CA. 92618U.S.A.Copyright 2010 SMC NetworksAll Rights ReservedInformation furnished by SMC Networks, Inc. (SMC) is believed to be accurate and reliable. However,no responsibility is assumed by SMC for its use, or for any infringements of patents or other rights ofthird parties which may result from its use. No license is granted by implication or otherwise underany patent or patent rights of SMC. SMC reserves the right to change specifications at any timewithout noticeNo part of this publication may be reproduced or transmitted in any form or by any means, electronicor mechanical, including photocopying and recording, or stored in a database or retrieval system forany purpose without the express written permission of SMC.Microsoft and Windows are registered trademarks of Microsoft Corporation. Apple and Macintosh areregistered trademarks of Apple, Inc. All other brands, product names, trademarks, or service marksare property of their respective owners.SMCD3G Cable Modem Gateway User Manual
ContentsPreface. vKey Features . viDocument Organization.viiDocument Conventions .viiSafety and Warnings .viiTypographic Conventions.viii1 Getting to Know Your Gateway . 9Unpacking Package Contents . 10System Requirements . 10Front Panel. 11Rear Panel . 13Restoring Factory Defaults. 132 Installing Your Gateway . 14Finding a Suitable Location . 15Connecting to the LAN . 15Connecting the WAN. 16Powering on the Gateway . 163 Configuring Your Computer for TCP/IP . 17Configuring Microsoft Windows 2000. 18Configuring Microsoft Windows XP . 19Configuring Microsoft Windows Vista. 20Configuring an Apple Macintosh Computer . 224 Configuring Your Gateway . 23Pre-configuration Guidelines . 24Disabling Proxy Settings. 24Disabling Proxy Settings in Internet Explorer . 24Disabling Proxy Settings in Firefox . 24Disabling Proxy Settings in Safari . 25Disabling Firewall and Security Software . 25Confirming Your Gateway’s Link Status . 25Accessing the Gateway’s Web Management . 26Understanding the Web Management Interface Screens . 27Web Management Interface Menus . 28iiiSMCD3G Cable Modem Gateway User Manual
ContentsSystem Settings Menu. 29Password Settings Menu. 30LAN Settings Menu. 32Port Forwarding Menu . 33Adding a Port Forwarding Entry for a Predefined Service . 33Adding a Port Forwarding Entry for a Customer-Defined Service . 35Security Settings (Firewall) Menu. 38Enabling or Disabling Firewall . 38Configuring Access Control . 39Configuring Special Applications . 47Configuring URL Blocking . 50Configuring Schedule Rules . 52Configuring Email and Syslog Alerts . 53Configuring DMZ Settings . 56Using the Reboot Menu to Reboot the Gateway . 57Viewing Status Information. 58Appendix A - Specifications . 60Appendix B - Compliances . 64Index . 65ivSMCD3G Cable Modem Gateway User Manual
PrefaceCongratulations on your purchase of the SMCD3G Cable Modem Gateway. The SMCD3GCable Modem Gateway is the ideal all-in-one solution for the home or business environment.SMC is proud to provide you with a powerful, yet simple communication device forconnecting your local area network (LAN) to the Internet.This user manual contains all the information you need to install and configure your newSMCD3G Cable Modem Gateway.vSMCD3G Cable Modem Gateway User Manual
PrefaceKey FeaturesThe following list summarizes the Gateway’s key features.yIntegrated, CableLabs-compliant DOCSIS 1.1/ 2.0 /3.0 cable modem.yIntegrated cable modem port for Internet connection to cable modem service.yFour 10/100/1000 Mbps Auto-Sensing LAN ports with Auto-MDI/MDIX.yInternet connection to cable modem service via an integrated cable modem port.yOne USB 2.0 port.yDynamic Host Configuration Protocol (DHCP) for dynamic IP configuration, and DomainName System (DNS) for domain name mapping.yAdvanced SPI firewall Gateway for enhanced network security from attacks over theInternet:–Firewall protection with Stateful Packet Inspection–Client privileges–Hacker prevention–Protection from denial of service (DoS) attacks–Network Address Translation (NAT)yEffortless plug-and-play installation.yIntuitive graphical user interface (GUI) configuration, regardless of operating system.yComprehensive front panel LEDs for network status and troubleshooting.yCompatible with all popular Internet applications.Note: Cable modems can provide maximum downstream speeds of 160 Mbps and upstreamspeeds of 120 Mbps. However, the actual rate provided by your specific service provider mayvary dramatically from these maximum speeds.viSMCD3G Cable Modem Gateway User Manual
PrefaceDocument OrganizationThis document consists of four chapters and two appendixes.yChapter 1 - describes the contents in your Gateway package, system requirements, andan overview of the Gateway’s front and rear panels.yChapter 2 - describes how to install your Gateway.yChapter 3 - describes how to configure TCP/IP settings on the computer you will use toconfigure your Gateway.yChapter 4 - describes how to configure your Gateway.yAppendix A - lists the Gateway’s specifications.yAppendix B - contains compliance information.Document ConventionsThis document uses the following conventions to draw your attention to certain information.Safety and WarningsThis document uses the following symbols to draw your attention to certain information.SymbolMeaningDescriptionNoteNotes emphasize or supplement important points of the main text.TipTips provide helpful information, guidelines, or suggestions for performing tasks moreeffectively.WarningWarnings indicate that failure to take a specified action could result in damage to thedevice.Electric Shock HazardThis symbol warns users of electric shock hazard. Failure to take appropriateprecautions such as not opening or touching hazardous areas of the equipment couldresult in injury or death.viiSMCD3G Cable Modem Gateway User Manual
PrefaceTypographic ConventionsThis document also uses the following typographic conventions.ConventionDescriptionBoldIndicates text on a window, other than the window title, including menus, menu options, buttons, fields, and labels.ItalicIndicates a variable, which is a placeholder for actual text provided by the user or system. Angled brackets ( )are also used to indicate variables.screen/codeIndicates text that is displayed on screen or entered by the user. angledbracketsIndicates a variable, which is a placeholder for actual text provided by the user or system. Italic font is also used toindicate variables.[ ] squarebracketsIndicates optional values.{ } bracesIndicates required or expected values. vertical barIndicates that you have a choice between two or more options or arguments.viiiSMCD3G Cable Modem Gateway User Manual
1 Getting to Know Your GatewayBefore you install your SMCD3G Cable Modem Gateway, check the package contents andbecome familiar with the Gateway’s front and back panels.The topics covered in this chapter are:yUnpacking Package Contents (page 10)ySystem Requirements (page 10)yFront Panel (page 11)yRear Panel (page 13)9SMCD3G Cable Modem Gateway User Manual
Getting to Know Your GatewayUnpacking Package ContentsUnpack the items in your SMCD3G Cable Modem Gateway contents and confirm that noitems are missing or damaged. Your package should include:yOne SMCD3G Cable Modem GatewayyOne Power adapter (12V/2A)yOne Category 5E Ethernet cableyOne CD that contains this User ManualIf any items are missing or damaged, please contact your place of purchase. Keep thecarton, including the original packing material, in case you need to store the product orreturn it.System RequirementsTo complete your installation, you will need the following items:yProvisioned Internet access on a cable network that supports cable modem service.yA computer with a wired network adapter with TCP/IP installed.yA Java-enabled Web browser, such as Microsoft Internet Explorer 5.5 or above.yMicrosoft Windows 2000 or higher for USB driver support.10SMCD3G Cable Modem Gateway User Manual
Getting to Know Your GatewayFront PanelThe front panel of your SMCD3G Cable Modem Gateway contains a set of light-emittingdiode (LED) indicators. These LEDs show the status of your Gateway and simplifytroubleshooting.Figure 1 shows the front panel of the SMCD3G Cable Modem Gateway. Table 1 describesthe front panel LEDs.Figure 1. Front Panel of the SMCD3G Cable Modem Gateway11SMCD3G Cable Modem Gateway User Manual
Getting to Know Your GatewayTable 1. Front Panel LEDsLEDPOWERColorGreenDescriptionON power is supplied to the Gateway.OFF power is not supplied to the Gateway.DSGreenBlinking scanning for DS channel.ON synchronized on 1 channel only.BlueDS and USUSON synchronized with more than 1 channel (DS Bond mode).Both DS and US blinking together operator is performing maintenance.GreenBlinking ranging is in progress.ON ranging is complete on 1 channel only.OFF scanning for DS channel.ONLINEBlueON ranging is complete, operate with more than 1 channel (US Bond mode).GreenBlinking .cable interface is acquiring IP, ToD, CM configuration.ON Gateway is operational.OFF Gateway is offline.LINKGreenBlinking data is transmitting.ON Gateway is operational.OFF no Ethernet link detected.DIAGAmberON system failure.OFF normal operation.LAN 1 – LAN 4GreenBlinking data is transmitting.ON connected at 10 or 100 Mbps.OFF no Ethernet link detected.BlueBlinking data is transmitting.ON connected at 1 GMbps.OFF no Ethernet link detected.USBGreenReserved for future use.12SMCD3G Cable Modem Gateway User Manual
Getting to Know Your GatewayRear PanelThe rear panel of your SMCD3G Cable Modem Gateway contains a reset button and theports for attaching the supplied power adapter and making additional connections. Figure 2shows the rear panel components and Table 2 describes their meanings. Figure 2. Rear View of the SMCD3G Cable Modem GatewayTable 2. SMCD3G Cable Modem Gateway Rear Panel ComponentsItemDescription Power (12VDC)Connect the supplied power adapter to this port. LAN 1-4Four 10/100/1000 auto-sensing RJ-45 switch ports. Connect devices on your local area networksuch as a computer, hub, or switch to these ports. USBUSB 2.0 high-speed port for storing configurations externally. CableConnect your coaxial cable line to this port. Reset buttonUse this button to reset the power or restore the default factory settings (see “Restoring FactoryDefaults,” below). This button is recessed to prevent accidental resets of your Gateway.Restoring Factory DefaultsUsing the Reset button on the back panel, you can power cycle the Gateway and return it toits original factory default settings. As a result, any changes you made to the Gateway’sdefault settings will be removed. To reset the Gateway and keep any overrides you made tothe factory default settings, use the software reset method described under “Using theReboot Menu to Reboot the Gateway” on page 57.1. Leave power plugged into the Gateway.2. Find the Reset button on the back panel, then press and hold it for at least 10 seconds.3. Release the Reset button.13SMCD3G Cable Modem Gateway User Manual
2 Installing Your GatewayThis chapter describes how to install your SMCD3G Cable Modem Gateway. The topicscovered in this chapter are:yFinding a Suitable Location (page 15)yConnecting to the LAN (page 15)yConnecting the WAN (page 16)yPowering on the Gateway (page 16)14SMCD3G Cable Modem Gateway User Manual
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Installing Your GatewayFinding a Suitable LocationYour SMCD3G Cable Modem Gateway can be installed in any location with access to thecable network. All of the cables connect to the rear panel of the Gateway for betterorganization and utility. The LED indicators on the front panel are easily visible to provideyou with information about network activity and status.For optimum performance, the location you choose should:yBe close to a working AC power outlet.yAllow sufficient air flow around the Gateway to keep the device as cool as possible.yNot expose the Gateway to a dusty or wet environment.Connecting to the LANUsing an Ethernet LAN cable, you can connect the Gateway to a desktop computer,notebook, hub, or switch. Your Gateway supports auto-MDI/MDIX, so you can use either astandard straight-through or crossover Ethernet cable.1. Connect either end of an Ethernet cable to one of the four LAN ports on the rear panel ofthe Gateway (see Figure 3).Figure 3. Connecting to a LAN Port on the Gateway Rear Panel2. Connect the other end of the cable to your computer’s network-interface card (NIC) or toanother network device (see Figure 4).15SMCD3G Cable Modem Gateway User Manual
Installing Your GatewayFigure 4. Connecting the Gateway to the a Laptop or Desktop ComputerConnecting the WANTo connect your Gateway to a Wide Area Network (WAN) interface:1. Connect a coaxial cable to the port labeled Cable on the rear panel of the Gateway from acable port in your home or office (see Figure 2 on page 13). Use only manufactured coaxialpatch cables with F-type connectors at both ends for all connections.2. Hand-tighten the connectors to secure the connection.3. If the modem was not installed by your cable provider (ISP) or is replacing another cablemodem, contact your cable operator to register the SMCD3G. If the modem is notregistered with your cable operator, it will be unable to connect to the cable networksystem.Powering on the GatewayAfter making your LAN and WAN connections, use the following procedure to power on theGateway:1. Connect the supplied power adapter to the port labeled 12VDC on the rear panel of theGateway (see Figure 2 on page 13).2. Connect the other end of the power adapter to a working power outlet. The Gatewaypowers on automatically, the POWER LED on the front panel goes ON, and the other frontpanel LEDs show the Gateway’s status (see Table 1 on page 12).WARNING: Only use the power adapter supplied with the Gateway. Using a different poweradapter can damage your Gateway and void the warranty.16SMCD3G Cable Modem Gateway User Manual
3 Configuring Your Computer for TCP/IPAfter you install your SMCD3G Cable Modem Gateway, configure the TCP/IP settings on acomputer that will be used to configure your Gateway. This chapter describes how toconfigure TCP/IP for various Microsoft Windows and Apple Macintosh operating systems.The topics covered in this chapter are:yConfiguring Microsoft Windows 2000 (page 18)yConfiguring Microsoft Windows XP (page 19)yConfiguring Microsoft Windows Vista (page 20)yConfiguring an Apple Macintosh Computer (page 22)17SMCD3G Cable Modem Gateway User Manual
Configuring Your Computer for TCP/IPConfiguring Microsoft Windows 2000Use the following procedure to configure your computer if your computer has MicrosoftWindows 2000 installed.1. On the Windows taskbar, click Start, point to Settings, and then click Control Panel.2. In the Control Panel window, double-click the Network and Dial-up Connections icon. Ifthe Ethernet adapter in your computer is installed correctly, the Local Area Connectionicon appears.3. Double-click the Local Area Connection icon for the Ethernet adapter connected to theGateway. The Local Area Connection Status dialog box appears (see Figure 5).Figure 5. Local Area Connection Status Window4. In the Local Area Connection Status dialog box, click the Properties button. The LocalArea Connection Properties dialog box appears.5. In the Local Area Connection Properties dialog box, verify that Internet Protocol (TCP/IP)is checked. Then select Internet Protocol (TCP/IP) and click the Properties button.6. Click Obtain an IP address automatically to configure your computer for DHCP.7. Click the OK button to save this change and close the Local Area Connection Propertiesdialog box.8. Click OK button again to save these new changes.9. Restart your computer.18SMCD3G Cable Modem Gateway User Manual
Configuring Your Computer for TCP/IPConfiguring Microsoft Windows XPUse the following procedure to configure a computer running Microsoft Windows XP with thedefault interface. If you use the Classic interface, where the icons and menus resembleprevious Windows versions, perform the procedure under “Configuring Microsoft Windows2000” on page 18.1. On the Windows taskbar, click Start, click Control Panel, and then click Network andInternet Connections.2. Click the Network Connections icon.3. Click Local Area Connection for the Ethernet adapter connected to the Gateway. TheLocal Area Connection Status dialog box appears.4. In the Local Area Connection Status dialog box, click the Properties button (see Figure 6).The Local Area Connection Properties dialog box appears.Figure 6. Local Area Connection Status Window5. In the Local Area Connection Properties dialog box, verify that Internet Protocol (TCP/IP)is checked. Then select Internet Protocol (TCP/IP) and click the Properties button. TheInternet Protocol (TCP/IP) Properties dialog box appears.6. In the Internet Protocol (TCP/IP) Properties dialog box, click Obtain an IP addressautomatically to configure your computer for DHCP. Click the OK button to save thischange and close the Internet Protocol (TCP/IP) Properties dialog box.7. Click the OK button again to save your changes.8. Restart your computer.19SMCD3G Cable Modem Gateway User Manual
Configuring Your Computer for TCP/IPConfiguring Microsoft Windows VistaUse the following procedure to configure a computer running Microsoft Windows Vista withthe default interface. If you use the Classic interface, where the icons and menus resembleprevious Windows versions, perform the procedure under “Configuring Microsoft Windows2000” on page 18.1. On the Windows taskbar, click Start, click Control Panel, and then select Network andInternet Icon.2. Click View Networks Status and tasks and then click Management NetworksConnections.3. Right-click the Local Area Connection icon and click Properties.4. Click Continue. The Local Area Connection Properties dialog box appears.5. In the Local Area Connection Properties dialog box, verify that Internet Protocol(TCP/IPv4) is checked. Then select Internet Protocol (TCP/IPv4) and click theProperties button (see Figure 7). The Internet Protocol Version 4 Properties dialog boxappears.Figure 7. Local Area Connection Properties Window6. In the Internet Protocol Version 4 Properties dialog box, click Obtain an IP addressautomatically to configure your computer for DHCP (see Figure 8).20SMCD3G Cable Modem Gateway User Manual
Configuring Your Computer for TCP/IPFigure 8. Internet Protocol Properties Window7. Click the OK button to save your changes and close the dialog box.8. Click the OK button again to save your changes.Figure 9. Local Area Connection Status Window21SMCD3G Cable Modem Gateway User Manual
Configuring Your Computer for TCP/IPConfiguring an Apple Macintosh ComputerThe following procedure describes how to configure TCP/IP on an Apple Macintosh runningMac OS 10.2. If your Apple Macintosh is running Mac OS 7.x or later, the steps you performand the screens you see may differ slightly from the following. However, you should still beable to use this procedure as a guide to configuring your Apple Macintosh for TCP/IP.1. Pull down the Apple Menu, click System Preferences, and select Network.2. Verify that NIC connected to the SMCD3G is selected in the Show field.3. In the Configure field on the TCP/IP tab, select Using DHCP (see Figure 10).4. Click Apply Now to apply your settings and close the TCP/IP dialog box.Figure 10. Selecting Using DHCP in the Configure Field22SMCD3G Cable Modem Gateway User Manual
4 Configuring Your GatewayAfter configuring your computer for TCP/IP using the procedure appropriate for youroperating system, use that computer’s Web browser to configure your SMCD3G Gateway.This chapter describes how to use your Web browser to configure your Gateway.The topics covered in this chapter are:yPre-configuration Guidelines (page 24)yAccessing the Gateway’s Web Management (page 26)yUnderstanding the Web Management Interface Screens (page 27)yWeb Management Interface Menus (page 28)23SMCD3G Cable Modem Gateway User Manual
Pre-configuration GuidelinesBefore you configure your Gateway, observe the guidelines in the following sections.Disabling Proxy SettingsDisable proxy settings in your Web browser. Otherwise, you will not be able to view theGateway’s Web-based configuration pages.Disabling Proxy Settings in Internet ExplorerThe following procedure describes how to disable proxy settings in Internet Explorer 5 andlater.1. Start Internet Explorer.2. On your browser’s Tool menu, click Options. The Internet Options dialog box appears.3. In the Internet Options dialog box, click the Connections tab.4. In the Connections tab, click the LAN settings button. The Local Area Network (LAN)Settings dialog box appears.5. In the Local Area Network (LAN) Settings dialog box, uncheck all check boxes.6. Click OK until the Internet Options window appears.7. In the Internet Options window, under Temporary Internet Files, click Settings.8. For the option Check for newer versions of stored pages, select Every time I visit thewebpage.9. Click OK until you close all open browser dialog boxes.Disabling Proxy Settings in FirefoxThe following procedure describes how to disable proxy settings in Firefox.1. Start Firefox.2. On your browser’s Tools menu, click Options. The Options dialog box appears.3. Click the Advanced tab.4. In the Advanced tab, click the Network tab.5. Click the Settings button.6. Click Direct connection to the Internet.7. Click the OK button to confirm this change.24SMCD3G Cable Modem Gateway User Manual
Configuring Your GatewayDisabling Proxy Settings in SafariThe following procedure describes how to disable proxy settings in Safari.1. Start Safari.2. Click the Safari menu and select Preferences.3. Click the Advanced tab.4. In the Advanced tab, click the Change Settings button.5. Choose your location from the Location list (this is generally Automatic).6. Select your connection method. If using a wired connection, select Built-in Ethernet. Forwireless, select Airport.7. Click the Proxies tab.8. Be sure each proxy in the list is unchecked.9. Click Apply Now to finish.Disabling Firewall and Security SoftwareDisable any firewall or security software that may be running on your computer. For moreinformation, refer to the documentation for your firewall.Confirming Your Gateway’s Link StatusConfirm that the LINK LED on the Gateway front panel is ON (see Figure 1 on page 11). Ifthe LED is OFF, replace the Ethernet cable connecting your computer and Gateway.25SMCD3G Cable Modem Gateway User Manual
Configuring Your GatewayAccessing the Gateway’s Web ManagementAfter configuring your computer for TCP/IP and performing the preconfiguration guidelineson the previous page, you can now easily configure your Gateway from the convenient Webbased management interface. From your Web browser (Microsoft Internet Explorer orNetscape Navigator, versions 5.0 or later), you will log in to the interface to define systemparameters, change password settings, view status windows to monitor network conditions,and control the Gateway and its ports.To access the SMCD3G Cable Modem Gateway’s web-based management screens, usethe following procedure.1. Launch a Web browser.Note: Your computer does not have to be online to configure your Gateway.2. In the browser address bar, type http://192.168.0.1 and press the Enter key. For example:The Login User Password screen appears (see Figure 11)Figure 11. Login User Password Screen3. In the Login User Password screen, enter the default username cusadmin and the defaultpassword password. Both the username and password are case sensitive. After you log into the Web management interface, we recommend you change the default password onthe Password Settings menu (see page 30).4. Click the Login button to access the Gateway. The Status page appears, showingconnection status information about your Gateway.26SMCD3G Cable Modem Gateway User Manual
Configuring Your GatewayUnderstanding the Web Management Interface ScreensThe left side of the management interface contains a menu bar you use to select menus forconfiguring the Gateway. When you click a menu, information and any configuration settingsassociated with the menu appear in the main area of the interface (see Figure 12). If thedisplayed information exceeds that can be shown in the main area, scroll bars appear to theright of the main area so you can scroll up and down through the information.Home andLogout ButtonsMenu barHelp, Apply, andCancel ButtonsMain AreaFigure 12. Main Areas on the Web Management InterfaceSome menus have submenus associated with them. If you click a menu that has submenus,the submenus appear below the menu. For example, if you click the System menu, thesubmenu Password Settings appears below the System menu (see Figure 13).Figure 13. Example of System SubmenuThe top-right side of the page contains a Home button that displays the Home (Status) pageand a Logout button for logging out of the Web management interface.The bottom right side of the screen contains three buttons:yHelp displays online help.yApply click this button to save your configuration changes to the displayed page.yCancel click this button to discard any configuration changes made to the current page.27SMCD3G Cable Modem Gateway User Manual
Configuring Your GatewayWeb Management Interface MenusTable 3 describes the menus in the Web management interface.Table 3. Web Management Interface MenusMenuDescriptionSee PageSystem SettingsLets you enable or disable UPnP.29PasswordSettingsLets you configure and manage password settings and set the system timeout.30NATLets you configure predefined and custom port forwarding settings to allow Internet users toaccess local services such as the Web Server or FTP server at your local site.33FirewallLets you configure firewall set
y Integrated, CableLabs-compliant DOCSIS 1.1/ 2.0 /3.0 cable modem. y Integrated cable modem port for Internet connection to cable modem service. y Four 10/100/1000 Mbps Auto-Sensing LAN ports with Auto-MDI/MDIX. y Internet connection to cable modem service via an integrated cable modem port. y One USB 2.0 port. y Dynamic Host Configur
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WOW! Wired Modem WOW! Wireless Modem Customer Owned Modem 


WOW! Wired Modem Self-Install Guide A. Connect one end of the coax cable into an available cable outlet in your home and the other end into the modem. Your cable outlet may be on the wall or coming from the floor. Hand tighten the connections. B. Plug the power cord into the modem and into a power outlet to allow the modem to power up and begin booting. C. Use your Ethernet cable and plug it .
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User Manual - Cox Internet, Cable TV, Phone and Smart Home ... 


Do not put the cable modem/router in water. Do not use the cable modem/router outdoors. Keep the cable modem/router in an environment that is between 0 C and 40 C (between 32 F and 104 F). Do not place any object on top of the cable modem/router since this may cause overheating. Do not place the cable modem/router in a .
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CM500 High Speed Cable Modem User Manual 


The NETGEAR CM500 High Speed Cable Modem provides a connection to high-speed cable Internet with speeds up to 680 Mbps.1 The cable modem is certified by all major cable Internet providers. A Gigabit Ethernet port provides fast access and downloads. The cable modem supports the assignment of IPv4 and IPv6 addresses by cable Internet providers.File Size: 2MB
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Wi-Fi CellSpot Router TM-AC1900 Dual Band Router 


2. Prepare your modem. a. Unplug the AC adapter from the power outlet and disconnect it from your cable/ADSL modem. b. Disconnect the network cable from your cable/ADSL modem. c. Reboot your computer (recommended). Modem OFF! WARNING! Before disconnecting the wires/cables, ensure that your . cable/ADSL modem has been turned off for at least 10 .
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User Guide - TP-Link 


a DSL / Cable / Satellite modem, connect the Ethernet cable directly to the router’s WAN port, and then follow Step 4 to complete the hardware connection. Power adapter Router Modem 1 ) Turn off the modem, and remove the backup battery if it has one. 2 ) Connect the modem to the router’s Internet port with an Ethernet cable. 7 Chapter 2 Connect to the Internet 3 ) Turn on the modem, and .
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Radio Modem RM24100D 


DB9 Female Pinout (connecting cable must have a DB9 male connector): DB9 Female Pin RS232 RS485 RS422 1 DCD (Output from radio modem) 2 TXD (output) (Serial data exiting radio modem) D (B) RXD (B) 3 RXD (input) (Serial data entering radio modem) D- (A) RXD- (A) 4 DTR (Input to Radio modem) 5 GROUND GROUND GROUND 6 DSR (Output from radio modem .
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DOCSIS 3.0 Cable Modem TC-7610 User Manual 


TC-7610 DOCSIS 3.0 Cable Modem User Guide 2 Chapter 1. Introduction Thank you for choosing the TC-7610 DOCSIS 3.0 Cable Modem . 1.1 Product Overview TP-LINK’s DOCSIS 3.0 Cable Modem TC-7610 is designed for delivers ultrahigh speed data - through coax used in HFC networks. It’s an incredibly robust device allowing users to access









22 Views




1y ago






















Blues Guitar 101 - Rhythm Chops Sample 


learn essential blues shuffle riffs on guitar. There are 10 riffs in this section, 5 in open position to get you started, and 5 with barre chords to move around the fretboard in different keys. These riffs can be used over any blues song you jam on, which you choose depending on the groove, tempo, and feel of the tune.
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Career Options for In-House Counsel

Association of Corporate Counsel 1025 Connecticut Avenue, NW, Suite 200 Washington, DC 20036 USA tel 1 202.293.4103, fax 1 202.293.4701 www.acc.com By in-house counsel, for in-house counsel. Association of Corporate Counsel 1025 Connecticut Avenue, NW, Suite 200 Washington, DC 20036 USA tel 1 202.293.4
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Corporate Counsel College

CORPORATE COUNSEL TRAINING ACADEMY For in-house counsel newer to the role. For more information, please view the Corporate Counsel Training Academy brochure on www.iadclaw.org. 5:00 - 6:30 p.m. COCKTAIL RECEPTION THURSDAY, APRIL 7, 2022 7:15 - 8:00 a.m. BREAKFAST 8:00 - 8:15 a.m. OPENING REMARKS John T. Lay, Jr., Corporate Counsel College Dean .
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Session 102 How to Become Insurance Panel Counsel & Tips on Ethical .

The retained counsel maintains a relationship between the insured client(s) and the carrier with the common goal of resolving the litigation or claim(s) asserted against the insured. In such a relationship, the carrier pays the defense cost and the legal fees of the panel counsel. However, the panel counsel/staff counsel
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OFFICE OF THE GENERAL COUNSEL MEMORANDUM GC 15- 04 March 18, 2015

OFFICE OF THE GENERAL COUNSEL MEMORANDUM GC 15- 04 March 18, 2015 TO: All Regional Directors, Officers-in-Charge, and Resident Officers FROM: Richard F. Griffin, Jr., General Counsel SUBJECT: Report of the General Counsel Concerning Employer Rules Attached is a report from the General Counsel concerning recent employer rule cases. Attachment
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Corporate Counsel: In the Crosshairs of a Criminal Ivestigation

Corporate counsel are expected, and in some cases required, to act independently of the very executives to whom they report. The fiduciary duties of corporate counsel now dic-tate that, at the first signs of suspicious activity, corporate counsel are expected to consult with outside counsel, initi-
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Summaries of Published Successful Ineffective Assistance of Counsel .

innocence; counsel thought petitioner believed what he was saying but counsel disbelieved it, and counsel's approach was not designed to avoid suborning perjury but rather to avoid a death sentence. SCOTUS not apply did . Strickland. here "[b]ecause a client's autonomy, not counsel's competence, is in issue." 138 S. Ct. at 1510- 11.
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SM Recruiting & Retaining In-House Counsel

May 30, 2013 · By in-house counsel, for in-house counsel. Association of Corporate Counsel 1025 Connecticut Avenue, NW, Suite 200 Washington, DC 20036 USA tel 1 202.2
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Assistant General Counsel for Litigation, Employment and .

The Assistant General Counsel for Litigation, Employment, and Oversight (AGC/LEO) is the principal assistant and advisor to the General Counsel and Deputy General Counsel on legal aspects of the Department’s activities in the fields of employment, labo
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Case: 15-6397 Document: 24 Filed: 02/04/2016 Page: 1 .

AMICUS CURIAE IN SUPPORT OF THE APPELLANT . ANNE K. SMALL General Counsel . SANKET J. BULSARA Deputy General Counsel . MICHAEL A. CONLEY Solicitor . WILLIAM K. SHIREY Assistant General Counsel . STEPHEN G. YODER Senior Litigation Counsel . Securities and Exchange 
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USCA Case #13-5252 Document #1455974 Filed: 09/11/2013 .

1615 H St., NW Washington, DC 20062 202.463.5337 Counsel for Appellant the Chamber of Commerce of the United States of America Of Counsel: Quentin Riegel National Association of Manufacturers 733 10th St., NW Suite 700 Washington, DC 20001 202.637.3000 Counsel for Appellant the National Association of Manufacturers Of Counsel: Maria Ghazal
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OUTSIDE COUNSEL GUIDELINES - Government of New Jersey

counsel shall designate a Relationship Attorney to be the Designated Attorney's principal contact. Outside counsel may expect the Designated Attorney to provide clear, specific instructions; communicate the State's objectives; closely monitor the management plan and budget; follow the progress of the matter; keep outside counsel informed of .
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Waiver of Counsel in Juvenile Court

Waiver of Counsel . 3 Waiver of Counsel in Juvenile Court . The Sixth Amendment states "[i]n all criminal prosecutions, the accused shall enjoy the right . . . to have the Assistance of Counsel for his defence." (U.S. Constit, amend. VI). This right is part of the Constitutional jurisdiction of the Court (Johnson v. Zerbst, 1938). Without it, the
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Should Compliance Report to the General Counsel?

than 800 responses, 88% are opposed to the corporate counsel serving as the compliance officer, and 80% oppose having com-pliance report to the corporate counsel's office. Detailed Findings o Survey respondents were strongly opposed to the idea of corporate counsel also serving as the compliance officer.




1y ago




106 Views






















The General Counsel Report 2021 Rising To Today's Challenges and .

general counsel evolved from the office of "no," to one of significant strategic influence. Once largely viewed as a cost center, or barrier to corporate progress, the general counsel of today are business drivers in their own right. This evolution for the general counsel came in the nick of time for the turmoil of 2020.
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Leveraging Legal Leadership: The General Counsel as a Corporate Culture .

counsel and legal department, but the failure to draw that link may prove shortsighted on the part of the board. Given the importance of the general counsel in matters of ethics, compliance, corporate governance, and risk and reputation management, the general counsel should be a key ally and partner in establishing a
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