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RM24100D2.4GHz 100mW RS232 / RS485 / RS422 DSSSRadio Modem (IEEE 802.15.4 compliant)Operating Manual – English 1.09IntroductionThe RM24100D radio modem acts as a wireless serial cable replacement and can wirelessly connect various devicestogether for a large range of applications. The RM24100D radio modems operate in the license free 2.4GHz ISM(industrial, scientific, medical) band and is capable of achieving long range line-of-sight communications up to 1km. Withits durable polymide industrial din rail mount enclosure and industrial temperature grade electronics makes the unitperfect for industrial automation/SCADA systems and remote data acquisition. The RM24100D includes DSSS (DirectSequence Spread Spectrum) radio technology to ensure reliable communication in noisy environments. The RM24100Dalso includes 128 bit AES encryption technology for secure wireless data transfer.The RM24100D can operate in a peer-to-peer (no master/slave dependencies), point-to-point, point-to-multipoint,multipoint to multipoint and repeater network topology.Features Transparent wireless link. The modem acts as a serial cable replacementLicense free operation in the 2.4GHz ISM (industrial, scientific, medical) band *Long Range – indoor/urban ( -90m/300ft), outdoor/line-of-sight ( -1km/0.6 miles). With a 2.1dBi dipoleantennaDurable polymide industrial din rail mount enclosure8-30VDC switch mode power supply with built in 33V over voltage and reverse voltage protectionMax transmit current of 200mA, average current while streaming data at 9600 baud approx. 50mA @ 12VTransmit power of 100mW (20dBm) EIRP with a 2.1dBi antennaDSSS (Direct Sequence Spread Spectrum) technology for increased reliability in noisy environmentsPeer-to-peer (no master/slave dependencies), point-to-point, point-to-multipoint, multipoint to multipointand repeater network topologyEasy interfacing connection via side terminals or by a standard DB9 female connectorBuilt in LED’s for power, transmit, receive and signal strength indicationRSSI (received signal strength indicator) to give optimum antenna placementRPSMA (reverse polarity SMA) 50 ohm antenna connection allows for remote location of antennaAvailable in RS232, RS485 and 4-wire RS422, includes a selectable built in line termination resistor(RS485/RS422 model only)Serial interface data rate of 1200 to 115200 bpsIndustrial operating temperature range (-40 C to 85 C)Uses an agency approved radio module (US FCC part 15.247 / Industry Canada (IC) / Europe (CE)) *IEEE 802.15.4 compliantFree configuration software*Maximum transmit power output levels and local radio frequency regulator bodies must be obeyed in the country ofoperation.
RM24100D Operating ManualPage 21 InstallationConnect the RM24100D unit as indicated in the following diagram. Use of an external 1A fuse is recommended.Pin 4:RS232 TXD (OUTPUT – serialData exiting radio modem)RS485 D (B)RS422 RXD (B)RF Transmit LED(Orange)RF Receive LED(Green)Signal Strength LEDsPin 1: 8V-30VDCPin 5:RS232 RXD (INPUT – serialData entering radio modem)RS485 D- (A)RS422 RXD- (A)Pin 6:RS232 CTS (OUTPUT)RS422 TXD (B)Pin 2: GroundOptional DB9Data ConnectionPin 3:RS232 RTS (INPUT)RS422 TXD- (A)Power LED(Flashing)Antenna ConnectionDB9 Female Pinout (connecting cable must have a DB9 male connector):DB9 Female Pin123456789RS232DCD(Output from radio modem)TXD (output)(Serial data exiting radiomodem)RXD (input)(Serial data entering radiomodem)DTR(Input to Radio modem)GROUNDDSR(Output from radio modem)RTS(Input to Radio modem)CTS(Output from radio modem)POWER(8-30VDC)RS485RS422D (B)RXD (B)D- (A)RXD- (A)GROUNDGROUNDTXD- (A)TXD (B)POWER(8-30VDC)POWER(8-30VDC)
RM24100D Operating ManualPage 31.1 RS485/RS422 Communications (RS485/RS422 Models only)The RS485/RS422 protocol allows for a wired connection to be established as far as 4000ft (1200m). RS232 only allowsfor a wired connection up to 100ft (30.5m). The RM24100D includes an on-board termination resistor which can beselected by linking J1 on the main PCB inside the unit. The termination resistor is 120 Ohms.1.2 RSSI (Received Signal Strength Indicator) Red LEDS3 LED’s on:2 LED’s on:1 LED on:0 LED’s on:Very strong signal ( 30db fade margin)Strong Signal ( 20db fade margin)Moderate Signal ( 10db fade margin)Weak Signal ( 10db fade margin)1.3 Minimum connection required for the RM24100DPower (ALL models): (8- 30V DC), GroundRS232: TXD,RXD, GroundRS485: D (B), D- (A)RS422: TXD (B), TXD- (A), RXD (B), RXD- (A)2 Network Setup2.1 Frequency Channel SelectionThe RM24100D allows for IEEE 802.15.4 channel assignment which ranges from 2407.5 to 2467.5 MHz with 5MHzspacing between channels. The most likely cause of interference for the RM24100D will be from a wireless LAN (802.11b/g access points). If interference is detected then the RM24100D can be configured to use another channel as in the listbelow. By default the RM24100D is shipped with the settings of channel 12 (0x0c). The RM24100D can handle 12channels with 65535 modems per channel.Center Frequency 465Nominal Occupied .52462.5-2467.5Channel12 (0x0c)13 (0x0d)14 (0x0e)15 (0x0f)16 (0x10)17 (0x11)18 (0x12)19 (0x13)20 (0x14)21 (0x15)22 (0x16)23 (0x17)2.2 Network configurationThe RM24100D can be operated in a unicast or broadcast mode.Unicast Mode (Default): Unicast mode is the only mode that supports retries. While in this mode, receiving modulessend an ACK (acknowledge) of RF packet reception to the transmitter. If the transmitter does not receive an ACK, it willtry to resend the packet up to 3 times. For 2 modems to communicate with each other, the destination address of thetransmitter module must match the address of the receiver.
RM24100D Operating ManualPage 4Unicast Network configuration:ParameterSource AddressDestination address highDestination address lowRF Modem 10x0100x02RF Modem 20x0200x01Broadcast Mode: Any RF modem in range will accept a packet that contains a broadcast address. In this mode receivingmodems do not send ACK’s and transmitting modems do not automatically resend packets as in the case of unicastmode.Broadcast Network configuration (All modems in the network must be setup as):Destination Low Address: 0x0000FFFFDestination High Address: 0x00000000Peer-to-peer/ point-to-point topography (Broadcast/Unicast Mode)Point-to-multipoint topography (Broadcast Mode)
RM24100D Operating ManualPage 5Repeater mode (Utilizing two separate frequency channels)Channel “A”Channel “B”Cable Connection (Connect Rx to Tx, Tx to Rx and Ground to Ground)3 Dimensional Drawings
RM24100D Operating ManualPage 64 SpecificationsFrequency rangeProtocolModulationSpread Spectrum TechnologyNumber of channelsTransmit PowerReceiver sensitivityRange (2.1dBi dipole antenna)RF data rateAntenna connectionAntenna impedanceAntennaEnclosure MaterialEnclosure ColorEnclosure DimensionsData ConnectionOperating Temperature RangeHumiditySupply VoltageCurrent ConsumptionBaud RateAgency approved radiomoduleRS485/RS422 Terminationresistor (RS485/RS422models only)2.4GHz ISM band (2407.5-2467.5MHz)IEEE 802.15.4 compliantOQPSK (Offset Quadrature Phase Shift Keying)DSSS (Direct Sequence Spread Spectrum)12 direct sequence channels63mW (18dBm) conducted, 100mW (20dBm) EIRP with a 2.1dBi dipoleantenna (Output transmit power is configurable via software) *,**(1% Packet Error Rate) -100dBmIndoor/urban ( -90m/300ft), outdoor/line-of-sight ( -1km/0.6 miles)250 kbpsRPSMA (reverse polarity SMA)50 ohms unbalanced2.4GHz 2.1dBi omni-direction dipole antennaPolymide (PA 6.6)Green79mmx90.5mmx25mm (din rail mount)Side terminals or DB9 female-40 C to 85 C (14 F to 122 F) industrial temperature range 85% non-condensing8 to 30VDC switch mode power supply with built in 33V over voltage andreverse voltage protectionApproximately 200mA (@18dBm transmit powerAverage current while streaming data at 9600 baud approx. 50mA @12V1200 to 115200 bps(non-standard baud rates also supported)US FCC Part 15.247, Industry Canada (IC), Europe (CE) *,**Jumper selectable 120 Ohms (Jumper J1 internal on PCB)*When operating in Europe the maximum transmit power output level must not exceed 10dBm. Additionally, Europeanregulations stipulate an EIRP power maximum of 12.86dBm (19mW).**Maximum transmit power output levels and local radio frequency regulator bodies must be obeyed in the country ofoperation.5 Antenna RangeVarious antennas can be used to increase/enhance the range of the radio modems. Below is an indicative drawing ofvarious antennas and there ranges/directions of propagation.
RM24100D Operating ManualPage 76 Agency Certifications6.1 United States (FCC)The internal RF module in the RM24100D has been tested to comply with Part 15 of the FCC rules and regulations.Important:The internal RF module has been certified for remote and base radio applications. This module has been tested andfound to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits aredesigned to provide reasonable protection against harmful interference in a residential installation. This equipmentgenerates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions,may cause harmful interference to radio communications. However, there is no guarantee that interference will not occurin a particular installation. If this equipment does cause harmful interference to radio or television reception, which can bedetermined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or moreof the following measures: Re-orient or relocate the receiving antenna, Increase the separation between the equipmentand receiver, Connect equipment and receiver to outlets on different circuits, or Consult the dealer or an experiencedradio/TV technician for help.RF ExposureWARNING: To satisfy FCC RF exposure requirements for mobile transmitting devices, a separation distanceof 20 cm or more should be maintained between the antenna of this device and persons during deviceoperation. To ensure compliance, operations at closer than this distance is not recommended. The antennaused for this transmitter must not be co-located in conjunction with any other antenna or transmitter.
RM24100D Operating ManualPage 86.2 Europe (ETSI)The internal RF Module in the RM24100D has been certified for use in several European countries.When operating in Europe the maximum transmit power output level must not exceed 10dBm (Lowest power levelsetting). Additionally, European regulations stipulate an EIRP power maximum of 12.86dBm (19mW).
RM24100D Operating ManualPage 9
RM24100D Operating ManualPage 107 Ordering InformationPlease order according to the following code listed below.RS232: RM24100D-RS232RS485: RM24100D-RS485RS422: RM24100D-RS4228 Configuration SoftwarePlease use our free configuration software to change channel numbers, PAN IDs, destination/source addresses, RFtransmit power levels, interface data rate and parity.
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RM24100D Operating ManualPage 119 WarrantyThis product carries a warranty for a period of one year from date of purchase against faulty workmanship or defectivematerials, provided there is no evidence that the unit has been mishandled or misused. Warranty is limited to thereplacement of faulty components and includes the cost of labor. Shipping costs are for the account of the purchaser.Note: Product warranty excludes damages caused by unprotected, unsuitable or incorrectly wiredelectrical supplies, inductive loads and damage caused by unprotected communication lines, or any nonuse of the equipment for which is intended.10 DisclaimerOperation of this instrument is the sole responsibility of the purchaser of the unit. The user must make themselves familiarwith the operation of this instrument and the effect of any possible failure or malfunction. The manufacturer its agents,agencies, partners nor the like take any responsibility for the use of this equipment for any reason whatsoever and shallnot be held liable for any damages or loss whatsoever resulting out of the use of this equipment.The manufacturer reserves the right to alter any specification without prior notice been given.DISTRIBUTED BY:
DB9 Female Pinout (connecting cable must have a DB9 male connector): DB9 Female Pin RS232 RS485 RS422 1 DCD (Output from radio modem) 2 TXD (output) (Serial data exiting radio modem) D (B) RXD (B) 3 RXD (input) (Serial data entering radio modem) D- (A) RXD- (A) 4 DTR (Input to Radio modem) 5 GROUND GROUND GROUND 6 DSR (Output from radio modem .
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WOW! Wired Modem WOW! Wireless Modem Customer Owned Modem 


WOW! Wired Modem Self-Install Guide A. Connect one end of the coax cable into an available cable outlet in your home and the other end into the modem. Your cable outlet may be on the wall or coming from the floor. Hand tighten the connections. B. Plug the power cord into the modem and into a power outlet to allow the modem to power up and begin booting. C. Use your Ethernet cable and plug it .
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Internet Everywhere 3G+ modem Quick Guide USB Modem 


To Remove the SIM/USIM card from the USB modem i. Take down the modem cap. ii. Pull the plastic socket gently, and you can hear a click when the SIM/USIM card gets unlocked. iii. Take off the SIM/USIM card. 2. Install the microSD card into the USB modem Install microSD card in the USB modem, if you want to use it. i. Open the cover of the .
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SMCD3G Cable Modem Gateway User Manual 


y Integrated, CableLabs-compliant DOCSIS 1.1/ 2.0 /3.0 cable modem. y Integrated cable modem port for Internet connection to cable modem service. y Four 10/100/1000 Mbps Auto-Sensing LAN ports with Auto-MDI/MDIX. y Internet connection to cable modem service via an integrated cable modem port. y One USB 2.0 port. y Dynamic Host Configur
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Installation Guide - 2Wire 2701 modem 


Installation Guide - 2Wire 2701 modem Getting Your Modem Up and Running Check your modem package contents. It should contain the items shown here: Fig. 1 Familiarize yourself with the back of your modem Power - this is where you plug the power adapter Reset - to reset your modem from time to time and when connection issues ariseFile Size: 462KBPage Count: 11
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User Manual - Cox Internet, Cable TV, Phone and Smart Home ... 


Do not put the cable modem/router in water. Do not use the cable modem/router outdoors. Keep the cable modem/router in an environment that is between 0 C and 40 C (between 32 F and 104 F). Do not place any object on top of the cable modem/router since this may cause overheating. Do not place the cable modem/router in a .
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User Guide - TP-Link 


a DSL / Cable / Satellite modem, connect the Ethernet cable directly to the router’s WAN port, and then follow Step 4 to complete the hardware connection. Power adapter Router Modem 1 ) Turn off the modem, and remove the backup battery if it has one. 2 ) Connect the modem to the router’s Internet port with an Ethernet cable. 7 Chapter 2 Connect to the Internet 3 ) Turn on the modem, and .
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Wi-Fi CellSpot Router TM-AC1900 Dual Band Router 


2. Prepare your modem. a. Unplug the AC adapter from the power outlet and disconnect it from your cable/ADSL modem. b. Disconnect the network cable from your cable/ADSL modem. c. Reboot your computer (recommended). Modem OFF! WARNING! Before disconnecting the wires/cables, ensure that your . cable/ADSL modem has been turned off for at least 10 .
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SILABUS AKUNTANSI BIAYA - Universitas Negeri Yogyakarta 


SILABUS AKUNTANSI BIAYA Program Studi : Pendidikan Akuntansi Mata Kuliah : Akuntansi Biaya Kode : PAK 425 SKS : 4 Dosen : M. Djazari, MPd / Mujtahid Subagyo, M. Laws, Ak Prodi/Jurusan : Pendidikan Akuntansi/Pendidikan Ekonomi I. Deskripsi Mata Kuliah Mata kuliah ini membahas akuntansi biaya dan beberapa pengertian dasar siklus akuntansi biaya dan laporan harga pokok barang yang diproduksi .
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Technological Revolutions and Stock Prices National Bureau of Economic .

stock prices up, but the discount rate eﬀect prevails eventually, pushing the stock prices down. The resulting pattern in the new economy stock prices looks like a bubble but it obtains under rational expectations through a general equilibrium eﬀect. The bubble-like pattern in stock prices arises in part due to an ex post selection bias.
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Dynamic correlation between stock market and oil prices: The case of .

between stock market and oil prices is still growing. Nevertheless, there are very few studies on the dynamic correlation between these two markets. A first approach on the dynamic co-movements between oil prices and stock markets was performed by Ewing and Thomson (2007), using the cyclical components of oil prices and stock prices.
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Prices Effective January 1, 2020 Machine Prices and Speci cations

Prices Effective January 1, 2020 Machine Prices and Speci cations Prices Effective January 1, 2020 ZERO TURN-4 SERIES REVISED MAY 18, 2020. Machine Prices and Secications Prices Eectie anuar , 2 ZT1. Prices F.O.B. Selma, Alabama and Subject to Change Without Notice. ESTATE SERIES
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Vanguard U.S. Stock Index Small-Capitalization Funds .

† Stock market risk, which is the chance that stock prices overall will decline. Stock markets tend to move in cycles, with periods of rising prices and periods of falling prices.The Fund’s target index tracks a subset of the U.S. stock market, which could cause the Fund to perform di
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Forecasting Prices on the Stock Exchange Using a Trading System

Forecasting prices in stock markets is a matter of great interest both in the academic field and in business. The forecasting of stock prices and stock returns is possible using various techniques and methods. Many researchers study price trends in stock markets with the help of artificial neural networks [1-2] or fuzzy-trends [3, 4]. The
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A Hybrid Prediction Method for Stock Price Using LSTM and . - Hindawi

the relationship between stock prices and these factors. Although these factors will temporarily change the stock price, in essence, these factors will be reﬂected in the stock price and will not change the long-term trend of the stock price. erefore, stock prices can be predicted simply with historical data.
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Columbus,Ohio 1890

Slicing Steaks 3563 Beef Tender, Select In Stock 3852 Angus XT Shoulder Clod, Choice In Stock 3853 Angus XT Chuck Roll, Choice 20/up In Stock 3856 Angus XT Peeled Knuckle In Stock 3857 Angus XT Inside Rounds In Stock 3858 Angus XT Flats, Choice In Stock 3859 Angus XT Eye Of Round, Choice In Stock 3507 Point Off Bnls Beef Brisket, Choice In Stock
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Determine your Pricing Point Taxonomy to Help you Pricing Strategy: Using

Lowering of prices to match competitor prices can be done on a more precise level with Taxonomy. Price matching can be done based on the comparison of further classification via Taxonomy. Stock Availability: In stock/ Out of stock When both the competitor and us have the same product in stock, we ought to markdown to match prices when
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COVID-19 and Energy COVID-19 and the Oil Price - Stock Market Nexus .

stock market. 1. Introduction Oil prices play a key role in stock market performance of oil-importing economies. A decline in oil prices reduces the cost of production and increases economic growth (Narayan et al., 2014). The effect of this is a rise in stock prices due to higher future earnings and dividends (Filis, 2010; Jones &
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Relationship between Financial Ratios in the Stock Prices of .

projected financial ratios. Miri and Abraham (2010) linear and non-linear relationship between the ratio of stock prices in the financial and non-metallic minerals industry Tehran Stock Exchange for the years 2003 to 2007 were reviewed. The results showed that linear and nonlinear relationships between financial ratios and stock prices there is no
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Stock prediction using a Hidden Markov Model versus a Long Short-Term .

the close price of a stock is used when training and predicting stock prices. All data was retrieved from Yahoo. Historical stock prices from 1 January 1990 until 1 June 2019 results in approximately 7000 data points (trading days) per stock. Data preparation In order to create enough data for the two models to
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Learning from Peers Stock Prices and Corporate Investment - USI

stock prices then an increase in the -rm s own stock price informativeness reduces the sensitivity of its investment to its peer stock price (prediction 1). Indeed, as the signal conveyed by its own . stock price (prediction 2), but not otherwise. The same prediction holds for an increase in the correlation of the fundamentals of a -rm .
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Do stock prices respond to changes in corporate income tax rates?

In the event studies, I regress stock returns on market returns and other factors over a time span well before the events of a tax change, creating a model of how the stock returns behave. Then I use the deviation of stock prices from the model's prediction around the events of the tax change to establish the stock's abnormal returns.
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The Impact of Persian News on Stock Returns Through Text Mining Techniques

Persian news - on the stock prices has been neglected. Consequently, this study aimed to fill this gap. To this aim, the stock index values were collected from the Tehran Stock Exchange along with the . Stock market prediction is a way to understand the future fluctuations of a company's stock price (Jishag et al., 2020). Generally, two .
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Buying Your First Stock - Stock-Trak

Stock Market Game Time: 15 Minutes Requires: StockTrak Curriculum , Computer Access Buying Your First Stock This lesson is an introduction to buying a stock. Students will be introduced to basic vocabulary that is involved with a buying and owning a stock. Stu-dents will be going through the entire process of buying a stock from looking
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